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WINCRO HEAD RESTRAINTS
The Wincro WT75HR blockwork head restraint is designed to span a standard 215mm deep block, but can
be adjusted for block depths between 190mm and 275mm. It is made from high quality grade 1.4301 (304)
stainless steel and provides both a fast and economic alternative to traditional restraint methods such as
bolted angles and can eliminate costly fire protection.

It is designed to be built into the perpend joint at the head of non loadbearing, internal blockwork walls,
incorporating soffit movement and providing resistance to lateral loads up to 1.5kN. 

Normally used at 900mm centres, it can be used with the WBEB M8 expanding bolt or with a Wincro channel
tie fixed into a Wincro WC28 or WC38 cast-in channel (see Channel and Bolt Fixings section). The Wincro
WT75HR can be also fixed to steel framework with a setscrew and using a neoprene patch to separate the
dissimilar metals. 

The Wincro WT75BHR is a Universal Head Restraint and is designed to withstand a 1kN safe working load.
Positioning/spacings of the WT75BHR are normally at 600-900mm centres although this detail is normally
recommended by the Structural Engineer.
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1.0 / 1.1 
WT75HR Head Restraint

Wincro WT75HR Head Restraint
WBEB  Expansion Bolt fixing 

The anchor is also designed to prevent the ingress
of mortar during building and to slide freely in
service, allowing differential movement of the frame
and masonry while maintaining lateral restraint of
the panel.

2.0 / 2.1 
WT75HRC

Wincro WT75HRC Head Restraint  
WC28 or WC38 Cast-in Channel

The Wincro WT75HRC has a Channel Head fixing
which can be used in conjunction with WC28 or
WC38 Wincro Channel. The WT75HRC is used 
to restrain the top of the inner leaf of the cavity. The
design of the Wincro WT75HRC allows differential
movement between the inner leaf and the outer 
leaf while providing lateral restraint to the panel. 

Specify: WT75HRC28 for WC28 Channel
WT75HRC38 for WC38 Channel
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3.0 / 3.1 / 3.2 
WT75BHR Universal Head Restraint 

WT75BHR Universal Head Restraint 
for 100/140 Blockwork.
WBEB M8 Expansion Bolt Fixing

To suit 100mm and 140mm Blockwork
2 x 10mm holes for adjustment
1 x 30mm long slot to suit
1 x WBEB Expansion Bolt
Both Cleats are 50mm wide
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WINCRO SLIDING BRICK ANCHORS
WT75 SLIDING BRICK ANCHORS

Sliding brick anchors are lateral restraint fixings which provide a mechanical tie between masonry cladding
panels and the steel or concrete frame where a movement joint is used. The anchor allows movement
between the masonry and frame structure as well as improving resistance to wind loadings. The anchor fixes
to the face or soffit of a structure and has one way or two way ties into the panel courses.

Wincro's standard range of sliding brick anchors have a 350mm stem and will resist wind loads of up to
1.5kN. If required, longer stems can be provided, and while a wide range of head fixings is available, special
holes can be made to produce a bespoke product where required.

The stems fit within the cavity and take ties that can slide up and down to account for vertical movement.

All components are made from high quality type 1.4301 (304) stainless steel. 

1.0 / 1.1 / 1.2 / 1.3
1.0 WT75EHTEnd Half Twist 
1.1 WT75CHTCranked Half Twist
1.2 WT75B Bent

1.3
WT75CHT Sliding Brick Anchor 
WBEB M10 Expansion Bolt 
WT75T1 One Way Tie
WT75T2 Two Way Tie

2.0 / 2.1 / 2.2 / 2.3
2.0 WT75BHTBent Half Twist 
2.1 WT75ESide Fixing
2.2 WT75EOExtended Side Fixing

2.3
WT75EO Sliding Brick Anchor 
WBEB M10 Expansion Bolt
WT75T1 One Way Tie
WT75T2 Two Way Tie

WINCRO SLIDING BRICK ANCHORS > WT75 SLIDING BRICK ANCHORS
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5.0
WT75L Sliding Brick Anchor 
WBXS Xylan Coated Setscrews
WT75T1 One Way Tie
WT75T2 Two Way Tie
WIP Isolation Patch

Ties should have a minimum 50mm
embedment into mortar courses.
Wincro recommend choosing ties 
to provide 62.5mm embedment. 
Care should be taken where stems 
are not central to the cavity and 
two way ties require an offset 
central slot.
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3.0
One Way Tie

One way ties are measured from the stem centre and are available 
as a standard 100mm, 125mm, 150mm and 200mm projection 
(other projections made to order)

3.0 WT75T1One Way Tie

3.1
Two Way Tie

Two way ties are measured overall and are available as a standard
200mm, 225mm and 250mm length (other lengths made to order)

3.1 WT75T2Two Way Tie

4.1 WT75L Top Fixing Offset 4.2 WT75C Top Fixing Central 4.3 WT75TLongitudinal Top Fixing Central

WINCRO SLIDING BRICK ANCHORS > WT7S SLIDING BRICK ANCHORS
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Heads and stems can be
manufactured to customer
requirements with standard 12mm
dia hole. Other hole dimensions to
customer requirements


