
6

tel:+44 (0) 114 242 2171 fax:+44 (0) 114 243 4306 email:sales@wincro.com www.wincro.com

WINCRO TIES & RESTRAINTS PRODUCT SELECTOR

1.0
WT1

Lengths (mm) 
200, 225, 250, 300

11.0
WT2

Lengths (mm)
200, 225

12.0
WTDT

Lengths (mm)
150, 200, 225, 250, 300

3.0
WTS1S

Lengths (mm) 
200, 225, 250, 275, 300
Longer Lengths to customers
requirements

5.0
WTS2S

Lengths (mm) 
175, 200, 225, 250, 
275, 300

2.0
WTS3P

Lengths (mm) 
150, 175, 200, 225, 250, 
275, 300

13.0
WT4

Lengths (mm)
200, 225

4.0
WTS4S

Lengths (mm) 
175, 200, 225, 250, 
275, 300

6.0
WTS4H

Lengths (mm) 
175, 200, 225, 250, 
275, 300

1.0

12.0

3.0

14.0

5.0

2.0

4.0

6.0

All Wincro ties are made from high quality 1.4301(304) stainless steel. For more corrosive environments, 
Grade 1.4401 (316) is also available.

The following ties on pages 6 and 7 should satisfy most standard masonry to masonry, masonry to steelwork
and masonry to concrete applications. For special ties please refer to page 8.

WINCRO TIES & RESTRAINTS PRODUCT SELECTOR

7.0
WTS2SHD

For larger cavities - manufactured
to customer requirements - specify
cavity size

9.0
WTS3S

Lengths (mm) 
150, 175, 200, 225, 250, 
275, 300

8.0
WTS4P

Lengths (mm) 
175, 200, 225, 250, 
275, 300

10.0
WT2PT

For larger cavities - manufactured
to customer requirements - specify
cavity size

8.0

10.0

7.0

14.0
WTBT

Lengths (mm)
150, 200, 225, 250, 300

13.0

11.0

9.0
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19.0
WTS2X

Projections (mm)
100*, 125, 150, 175, 200, 225

* Without indent, specify WTS3X

21.0
WTP3U

Projections (mm)
100, 125, 150, 175, 200, 225

23.0
WTW2U

Projections (mm)
100, 125, 150, 200

20.0
WTS3C23

Channel Ties for WC23 Channel
Projections (mm)
75, 100, 125, 150, 175, 200, 225

22.0
WTS4C23

Channel Ties for WC23 Channel
Projections (mm)
150, 175, 200, 225

15.0
WTS2U

Projections (mm)
75*, 100*, 125, 150, 175, 200, 225

* Without indent, specify WTS3U

16.0
WTS1C23

Channel Ties for WC23 Channel
Projections (mm)
150, 175, 200, 225

25.0
WTW2H

Lengths (mm)
150, 175, 200
(please state direction of wire end)

18.0
WTS2C23

Channel Ties for WC23 Channel
Projections (mm)
125, 150, 175, 200, 225

24.0
WTS2C27 / WTS2C28

Channel Ties for WC27 & WC28
Projections (mm)
75*, 100*, 125, 150, 175, 200, 225

* Without indent, specify WTS3C#

17.0
WTS2E

Projections (mm)
75*, 100*, 125, 150, 175, 200, 225

* Without indent, specify WTS3E

26.0
WTS2C38
Channel Ties for WC38 Channel
Projections (mm) 30mm wide
75*, 100*, 125, 150, 175, 200, 225
*Without indent, specify WTS3C38

27.0
WTTFT

Wincro Timber Tie 
Projection
(mm) 125

28.0
WTUC

Wincro Universal Column Tie
Lengths (mm) 
152, 205

29.0
WIC

Wincro Plastic Insulation 
Retaining Clip suitable 
for all Wincro Ties

30.0
WDS

De-bonding Sleeves 19mm and
25mm wide, 120mm long. Other
lengths available on request.
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8 ORDERING AND SPECIFYING BESPOKE TIES
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Our standard range of strip ties are manufactured in lengths ranging from 150mm to 300mm and frame cramps
from 75mm projection to 225mm projection. Wincro's Technical Design Team are available to discuss and
produce variations in width and thickness, together with extra long ties to help you achieve the right tie for all
applications. For appropriate situations, ties can be supplied with WIC insulation retaining clip and WDS 
de-bonding sleeve.

ORDERING AND SPECIFYING BESPOKE TIES

OUTER SECTION

Specify: 1 Vertical Twist

Specify: 2 Indent

Specify: 3 Plain

Specify: 4 Half Twist

CENTRAL SECTION

Specify: S Safe End

Specify: B Bent End

Specify: W Wire Tie

Specify: T T-Bar

Specify: P Plain End

Specify: WD Welded Dowel

Specify: DP Dowel Pin

Specify: DL Double Lip

INNER SECTION

6 Dia x 70mm

6 Dia x 35mm

2
C23

Projection

S

SPECIFICATION EXAMPLE WTS2C23

Specify: S Safe End

Specify: A Dovetail End

Specify: C38 WC38 Channel

Specify: C27, C28 or C36
WC27, WC28 or WC36 Channel

Specify: C23 WC23 Channel

Specify: G Single Hole

Specify: U 3 Holes Upstand

Specify: X Plain Upstand

Specify: E Slotted Upstand

Specify: H 3 Holes

Example specification:
WT (Outer, Central, Inner) / Length
ie: WTS2C23/150

50mm

50mm

50mm


